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Industrial Special District Zone (SD-1) 

8E.3.8 Signage Standards (SD·I) 

Page 5 

a. One address number with numerals no less than 6 inches measured vertically shall be attached to the building in 
proximity to the principal entrance. 

b. Blade signs, not to exceed 6 square feet for each separate business entrance, may be attached perpendicular to the 
Fa9ade. Alternatively, for each public entrance to the building, one external-facing sign may be applied to the Fa9ade of 
a building in the vicinity of each entrance provided that such sign not exceed 3 feet in height. Such sign may be lighted 
only by external means. 

c. Additionally one external-facing sign independent of all entrance locations may be applied to the Fa9ade of each building, 
providing that such sign not exceed 8 feet in height. Such sign may be lighted by inte rnal or external means. 

d. For sites with Parking Lot Frontage or with front setbacks exceeding 20 feet, one off-site Monument Sign may be 
employed by the business establishment, not to exceed one sign per 200-feet of street frontage in any case. Such sign 
shall be located with a setback of at least 10 feet from the Frontage Line, and may be externally or internally illuminated. 
The lot area within 3 feet of the Monument base shall be landscaped with native species consistent with Table 4B 
requirements for T5 or T6 or other native species approved by Warrant. 

e. Additional on-site signage may be provided for the purposes of safety or traffic direction, approved by Warrant. Such 
signage may be externally lit if approved by Warrant. 

f. External lighting sings, where permitted, shall be accomplished by lighting from the top of the sign downward by means of 
a Fully Shielded Luminaire, with the exception that signs permitted to be applied to the Fa9ade of a building may be 
externally illuminated from beneath by Luminaires shielded from view form above the building. Internal illumination shall 
be permitted by Warrant, and shall be only via lighter letters and symbols on a non-illuminated dark background; 
illuminated area shall not exceed 25% of the messaging area of the sign. No animation of sign age shall be permitted. 

g. A flagpole, where permitted, shall not be illuminated. 
h. Billboards shall not exceed 25' height maximum above natural grade. Illumination, if provided , shall be external and in 

accordance with the above requirements. 

Mixed-Use Special District Zone (SD-M) 
8E.4.8 Signage Standards (SD·M) . 

a. One address number with numerals no less than 6 inches measured vertically shall be attached to the building in 
proximity to the principal entrance. 

b. Blade signs, not to exceed 6 square feet for each separate business entrance, may be attached perpendicular to the 
Fagade. Alternatively, for each public entrance to the building, one external-facing sign may be applied to the Fagade of 
a building in the vicinity of each entrance provided that such sign not exceed 3 feet in height. Such sign may be lighted 
only be external means, or internally by Warrant. 

c. Additionally one external-facing sign independent of all entrance locations may be applied to the Fa9ade of each building, 
providing that such sign not exceed 8 feet in height. Such sign may be lighted by internal or external means. 

d. [RESERVED] 
e. Additional on-site signage may be provided for the purposes of safety or traffic direction, approved by Warrant. Such 

signage may be externally lit if approved by Warrant. 
f. External lighting of signs, where permitted, shall be accomplished by lighting from the top of the sign downward by meam 

of a Fully Shielded Luminaire, with the exception that signs permitted to be applied to the Fa9ade of a building may be 
externally illuminated from beneath by Luminaires shielded from view from above the building. Internal illumination shall 
be permitted by Warrant, and shall be only via lighter letters and symbols on a non-illuminated dark background; 
illuminated area shall not exceed 25% of the messaging area of the sign. No animation of signage shall be permitted. 

g. A flagpole, where permitted, shall not be illuminated. 
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• Auto-Centric Special District Zone (SD-A) 
8E.5.8 Signage Standards (SD·A) 

• 

a. One address number with numerals no less than 6 inches measured vertically shall be attached to the building in 
proximity to the principal entrance. 

b. Blade signs, not to exceed 6 square feet for each separate business entrance, may be attached perpendicular to the 
Fa9ade. Alternatively, for each public entrance to the building, one external-facing sign may be applied to the Fa9ade of 
a building in the vicinity of each entrance provided that such sign not exceed 3 feet in height. Such sign may be lighted 
only be external means. 

c. Additionally one external-facing sign independent of all entrance locations may be applied to the Fa9ade of each building, 
providing that such sign not exceed 8 feet in height. Such sign may be lighted by internal or external means. 

d. For sites with Parking Lot Frontage or with front setbacks exceeding 20 feet, one off-site Monument sign may be 
employed per parcel; if multiple parcels are served by a single effective connected fronting parking lot, only one such sign 
shall be permitted for the whole. Such sign shall be located with a setback of at least 10 feet from the Frontage Line, and 
may be externally or internally illuminated. The lot area within 3 feet of the Monument base shall be landscaped with 
native species consistent with Table 48 requirements for T5 or T6 or other native species approved by Warrant. 

e. Add itional on-site signage may be provided for the purposes of safety or traffic direction, approved by Warrant. Such 
signage may be externally lit if approved by Warrant. 

f. External lighting of signs, where permitted, shall be accomplished by lighting from the top of the sign downward by means 
of a Fully Shielded Luminaire, with the exception that signs permitted to be applied to the Fa9ade of a building may be 
externally illuminated from beneath by Luminaires shielded from view from above the building. Internally lit signs shall 
comprise lighter letters or symbols on an unilluminated dark background, with total illuminated area not to exceed 25% of 
the entire messaging area of the signage. No animation of signage shall be permitted. 

g. A flagpole, where permitted, shall not be illuminated. 

Commercial Special District Zone (SD-HH) 

8E.6.8 Sign age Standards (SD·HH) 
a. One address number with numerals no less than 6 inches measured vertically shall be attached to the building in 

proximity to the principal entrance. 
b. Blade signs, not to exceed 6 square feet for each separate business entrance, may be attached perpendicular to the 

Fa9ade. Alternatively, for each public entrance to the building, one external-facing sign may be applied to the Fa9ade of 
a building in the vicinity of each entrance provided that such sign not exceed 3 feet in height. Such sign may be lighted 
only be external means. 

c. Additionally one external-facing sign independent of all entrance locations may be applied to the Fa9ade of each building, 
providing that such sign not exceed 8 feet in height. Such sign may be lighted by internal or external means. 

d. For sites with Parking Lot Frontage or with front setbacks exceeding 20 feet, one off-site Monument sign may be 
employed per parcel; if multiple parcels are served by a single effective connected fronting parking lot, only one such sign 
shall be permitted for the whole. Such sign shall be located with a setback of at least 10 feet from the Frontage Line, and 
may be externally or internally illuminated. The lot area within 3 feet of the Monument base shall be landscaped with 
native species consistent with Table 48 requirements for T5 or T6 or other native species approved by Warrant. 

e. Additional on-site signage may be provided for the purposes of safety or traffic direction, approved by Warrant. Such 
signage may be externally lit if approved by Warrant. Such signage may be externally lit if approved by Warrant. 

f. External lighting of signs, where permitted, shall be accomplished by lighting from the top of the sign downward by means 
of a Fully Shielded Luminaire, with the exception that signs permitted to be applied to the Fa9ade of a building may be 
externally illuminated from beneath by Luminaires shielded from view from above the building. 

g. A n·agpole, whe re permitted, shall not be il luminated. 
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• Definition Section 

Sign: Any identification, description, illustration, or device, illuminated or non-illuminated, that is visible from a public right-of­
way or is located on private property and visible to the public and which directs attention to a product, place, activity, person, 
institution, business, message, or solicitation, including any permanently installed or situated merchandise, with the exception 
of window displays, and any letter, numeral, character, figure, emblem, painting, banner, pennant, placard, or temporary Sign 
designed to advertise, identify, or convey information. 

Sign, Banner: A Sign made from flexible material suspended from a pole or poles, or with one (1) or both ends attached to a 
Structure or Structures. Where Signs are composed of strings of banners, they shall be constructed to be pennant or 
streamer Signs. 

Sign, Construction (Contractor/Architectural): A temporary Sign erected on the premises on which construction is taking 
place, during the period of such construction, indicating the names of individuals or entities associated with, participating in, or 
having a role or Interest with respect to the project. Notable features of the project under construction may be included in 
construction Signs by way of text or images. 

Sign, Monument: A freestanding sign not exceeding 6 feet in height measured from the finished grade to the top of the sign; 
Average finish grade at the perimeter of the monument shall not exceed 4 feet above the maximum elevation at the frontage line 
for the lot containing the Monument. The total signage area shall not exceed 36 square feet on each of two sides, not including 
the area of a base. Lighting og the Sign is determined by the Transect Zone's Signage Standards. A Monument Sign shall 
include a visually opaque base of at least 12 inches height and extending along at least 75% of the length of the Monument 
comprising materials appropriate for building Frontages in the Transect Zone in which the Monument is located. Move to Sign 
section of definitions (Sign, Monument). 

Sign, Real Estate: Signs used solely for the purpose of offering the property on which they are displayed for sale, rent, lease, 
or Inspection or Indicating that the property has been sold, rented, or leased Such Signs shall be non-illuminated and limited 
in content to the name of the owner or agent, and address or telephone number for contract, and an indication of the area and 
general classification of the property. Real Estate Signs are distinguished in these regulations from other forms of Advertising 
Signs and are permitted in certain districts and locations from which other forms of Advertising Signs are excluded. See 
5.15.7.d for additional Real Estate Signage Standards. 



The	following	updates	where	made	in	June	2016	to	the	SmartCode’s	Signage	
Standards:	
	
5.15.7	Real	Estate	Signs:		
d.	…Temporary	Directional	Signs	during	the	listed	period	and	for	14	days	after	closing,	one	
per	property,	a	maximum	of	1.5	square	feet.	
	
5.15.8	Business	Signs		
a.	Business	Signs	are	permitted	on	the	Immediate	Premises	of	business	on	property	zoned	
T4L,	T4+,	T4C,	T5C,	T5H,	and	Special	Districts.		Off	premises	Signs	are	prohibited	in	the	T4L,	
T4+,	T4C,	T5C	and	T5H	Zones.			
b.	New	Businesses	may	post	temporary	signs	with	a	permit,	a	maximum	of	3	square	feet,	at	
off	premises	locations	for	a	maximum	of	60	days,	within	the	first	six	months	of	opening.	
	




